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    HAS FOUNDATION SYSTEMS FOR MY NEEDS AND BUDGET?

 

      PROVIDES JACKS, BLOCKS, SEALERS AND MORE?

 

 

           OFFERS A WIDE SELECTION OF ANCHORS AND SET-UP MATERIALS?

 

      THE ANSWER IS 

 

CARRIES A LARGE INVENTORY OF MOBILE HOME PARTS?
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DOUBLE DISC ANCHORS

Shaft: 3/4", Length: 36", Discs: 6" & 4" 

Recommended for Soil Class 4

0120019 6/BUNDLE; 180/SKID

0121019 6/BUNDLE; 180/SKID, GALVANIZED

DOUBLE DISC ANCHOR
WITH 4" & 6" DISC

Double 4" disc earth anchor with double 
fastening and tensioning head for use 
with straps. Designed to be augured into 
extremely hard soil where 6" disc anchor 
will not suffice. Two 4" discs.  
200/Skid; 8/Bundle. 
Recommended for Soil Classes 2 & 3

0120004 30” L, 3/4” SHAFT; 8/BUNDLE, 200/SKID

0121004 SAME AS 0120004, BUT GALVANIZED

0120008 30” L, 5/8” SHAFT; 8/BUNDLE, 200/SKID

0120011 48” L, 3/4” SHAFT

0120012 42” L, 3/4” SHAFT

0121012 SAME AS 0120012, BUT GALVANIZEDSINGLE DISC 
ANCHORS
Earth anchor with disc and double fastening and 
tensioning head. 

Recommended for Soil Class 4

WITH 6” DISC

0120000 48” L, 5/8” SHAFT; 6/BUNDLE, 180/SKID

0120003 48” L, 3/4” SHAFT; 6/BUNDLE, 180/SKID

0120001 36” L, 3/4” SHAFT; 6/BUNDLE, 180/SKID

WITH 8” DISC

0120020 60” L, 3/4” SHAFT; EACH

GALVANIZED SINGLE DISC 

0120400 48” L, 5/8” SHAFT GALV., 6” DISC, 6/BDL. 

0120401 48” L, 3/4” SHAFT GALV., 6” DISC, 6/BUNDLE, 180/SKID

0120402  60” L, 3/4” SHAFT GALV., 8” DISC, 6/BUNDLE, 180/SKID

Easy to install; screws into ground with 
anchor when you use a ZIPCAP adapter. 
Saves money; you don't need to stock two 
types of anchors. Saves space; packaged 8 to 
a box for easy transport. Better performance; 
free-floating ZIPCAP doesn't move when 
anchor pulls vertically.

More flexibility; approved for soil class 2 & 3 
with 0120004 and soil class 4 with 0120019.

0120050 HP34 & HP3 3/4” X 30” ANCHOR,  
 4” DISCS, 150/SKID (F/CLASS 3) 

0120051 HP34 & HP17 3/4” X 36” ANCHOR,  
 6” DISCS, 110/SKID (F/CLASS 4) 

0120029 ELECTRIC ANCHOR ADAPTER FOR ZIP CAP

ZIPCAP ANCHOR 
STABILIZER

0120003

0120050

0120019

0120028 HP34 ZIPCAP ONLY, 8/BDL.

E-Z ANCHORS
Save time and money with one-step 
stabilized anchors for decks and steps. 
Easy to install, needs no concrete. Built-in 
stabilizer head and compacting disk, pitched 
dual blades. Approved for use in Alabama 
for Class 3 Soil.

0120025  30”, 3/4” ROD, DBL 4” DISC

0120023 36”, 3/4” ROD, W/4” AND 6” DISC

Not stocked at all locations

CROSS DRIVE ANCHORS

ZIPCAP

Drive anchor with fastening and tensioning head, 3/4" 
shafts. Welded tubing guides the two 48" long drive 
rods. Designed to be driven into solid rock.  
200/Skid; 4/Box.

Recommended for  
Soil Class 1/Solid Rock

0120002 48" LONG

0120010 36" LONG

0120017 HEAD ONLY

0120048 36" ROD ONLY

0120004
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ANCHOR STABILIZING 
DEVICE 

Patio slab hooked rod attachment with 
fastening and tensioning head installed 
when pouring concrete slab. 16/Box

0120007  "L" ANCHOR

0121007  "L" ANCHOR, GALVANIZED 

0120005  "J" ANCHOR W/SWIVEL HEAD

0121005  "J" ANCHOR W/SWIVEL HEAD, GALV. 

•  More cutting points for better balance
•  Smaller and shorter plate is easier to get into ground
•  “Power Ridge” provides extra strength for as much 

or more resistance than traditional plates
•  More resistance concentrated at the top of the 

anchor, so plate performs as good or better than 
traditional plates even though it is smaller

•   Meets all state requirements except FL, so can 
replace traditional stabilizer plates

•   Average installation in 1/3 the  
time of traditional plates

 
0120188 7"H X 12"W M-PLATE, 8/BOX

0121188 7"H X 12"W M-PLATE 8/BOX, GALVANIZED

6"

4"

PATIO SLAB ANCHORS

ANCHOR HEAD WITH LAG BOLT 
Double tensioning device for use on dry concrete or 
existing concrete slabs. 

0120009 2-PC. UNIT; 32/BOX

0121009 GALVANIZED; 32/BOX

0120014 HEAD ONLY, 48/BOX

0121014 HEAD ONLY - GALVANIZED, 48/BOX

0120018 5/8" LAG BOLT ONLY, EACH

ANCHOR HEAD WITH SLEEVE
Use with wet concrete.

0120334 1-PC. UNIT (HEAD W/BOLT AND SLEEVE), 32/BOX

0120015 SLEEVE ONLY

SOLID EYE ADAPTOR
Adaptor for solid eye anchor with Home 
Pride fastening and tension head.

0120209 24/CTN.

SPEED WRENCH

One handed operation tightens bolt & strap at the 
same time. 15/16" impact socket on one side and 
a 15/16" nut on the other. Combine with your own 
ratchet and 15/16" socket, and you have the fastest 
way to tighten slotted bolts. 

0380107 

No more scraped up hands!
ANCHOR BOLT & NUT
Knurled bolt increases friction between strap and bolt shaft 
for greater strength than smooth bolts. Slotted for use with 
strap. Not included with anchor. 

0120006 400/KEG, 8/BAG

M-PLATE STABILIZER

Prevents anchors from becoming 
loose by cutting through the soil 
when heavy winds occur. Required 
in most anchor installations.

0120180 STABILIZER 12"H X 12"W, 8/BOX. 400/SKID

0121180 STABILIZER 12"H X 12"W, GALVANIZED, 8/BOX, 400/SKID

ABS Lateral Stabilizer Plate, 
Designed for loose soil conditions. 
10” x 24” Class 4B Fla.; 6/Bdl.

0120186

STABILIZER PLATE

STABILIZER PLATE
Wind Zones 2 & 3 
ABS Stabilizer Plate

0120181 10” W X 24” H

0120403 18” W X 13-1/2” H, GALVANIZED

GW-2 ANCHOR 
Nu Concept Anchor includes:

0120022 GW-2 SOIL ANCHOR, 4/BOX

0121022 GW-2 SOIL ANCHOR, GALVANIZED, 4/BOX
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STRAP SEAL  
CRIMPING TOOL

0120316

Frame clamp with strap for 
fastening around bottom flange 
of home frame. 4/Bdl.

0120313 CLAMP II ONLY; 24/CTN.

0120324  W/6' L STRAP; BULK, 4/BUNDLE, 
400/SKID

0120325 W/7' L STRAP; 48/BOX

0120329  W/7' L STRAP; BULK, 4/BUNDLE, 
400/SKID

0120330  W/8' L  STRAP; BULK, 4/BUNDLE, 
400/SKID

0120276 W/8' L  STRAP; 48/BOX

0120326 W/10' L STRAP; 32/BOX

0120348  W/10' L STRAP; BULK, 4/BUNDLE, 
400/SKID 

0120312  W/12' L  STRAP; BULK , 4/BUNDLE, 
400/SKID

0120331 W/12' L  STRAP; 48/BOX

0120327 W/15'  L STRAP; 32/BOX

0120328  W/15'  L STRAP; BULK, 4/BUNDLE, 
400/SKID

FRAME CLAMP II 
WITH STRAP

SINGLE BUCKLE 
WITH STRAP

Galvanized strap with single buckle  
for fastening around home frame.  
4/Bdl.

0120290 W/7' L STRAP; BOXED; 48/CTN.

0120308 W/7' L STRAP; BULK, 4/BUNDLE, 400/SKID

0120295 W/8' L STRAP; BULK, 4/BUNDLE, 400/SKID 

0120291 W/10' L STRAP; BOXED; 32/CTN.

0120292 W/10' L STRAP; BULK, 4/BUNDLE, 400/SKID

0120294  W/15' L STRAP; BULK, 4/BUNDLE, 200/SKID

STRAP BUCKLE
Steel strap buckle for use  
in fastening strap around  
frame of mobile home.

0120311 2-SLOT BUCKLE; 200/BX

0120314 2-SLOT BUCKLE; EACH

DOUBLE BUCKLE

0120296  W/8’ STRAP – BOX, 48 TO A BOX

0120297  W/8’ STRAP – BULK, 4/BUNDLE, 400/SKID

0120293  W/6’ STRAP – BOX, 4/BUNDLE, 400/SKID

7' COLUMN 
TIE-DOWN

For marriage wall columns where 
opening is 48" or larger. Fasten to 
the column above the normal up-lift 
straps or to block with 13 #8 1-1/4" 
screws (minimum).

0120435 HP38, 48/BOX

STRAP SEAL

Secures strapping together with 
buckles or frame clamps. Must use 
strap seal crimping tool (120316). 

0120299   300/CTN.

1-1/4" wide (with standard galvanized 
coating) strapping exceeds 4,725 
lbs. breaking strength. (100 lb. roll: 
approx. 650'.)

0120301 37' L ROLL, G-60; 12/CTN.     

0120307 100 LB. ROLL, G-60

Same as above but with galvanized 
coating, approved for Florida.

0120431 37' L ROLL, G120; 12/CTN.     

0120430 100 LB. ROLL, G120

ANCHOR STRAP

0120380   6' STRAP WITH SMALL CONNECTOR SLOT,  
4/BUNDLE, 200/SKID

0120384   7' STRAP WITH LARGE CONNECTOR SLOT,  
4/BUNDLE, 200/SKID

0120383  5' G120 STRAP WITH LARGE CONNECTOR  
 SLOT (F1 APPROVED), 4/BUNDLE, 200/SKID

STRAP 
WITH QUICK 
CONNECTOR

STRAP 
PROTECTOR
Attaches between strap and I-beam 
to prevent cutting or breaking.

0120283

STRAP 
CONNECTOR
Universal Swivel/Sidewall  
Connector w/G120 Strap

0120417 GALVANIZED STRAP; 6’, 50/BOX

0120482 GALVANIZED STRAP; 8’, 50/BOX
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ANGLE BRACKET

Use with swivel frame connectors 
for attaching anchor straps to 
I-beams.

0120409 HP24, 24/BOX

0120418 REPLACEMENT NUT AND BOLT, 50/BOX

Not stocked at all locations

GATOR CLAMP

Use with swivel frame  
connectors for attaching  
anchor straps to I-beams.

0120410 HP28, 4/PK

(LONGITUDINAL BEAM CLAMP)

Not stocked at all locations

STABLE SAFE TIE 
DOWNS
• Anchors solidly against wind to  

concrete foundations
•  Eliminates motion caused by  

wind or occupant movement
• No hurricane straps are required
• Takes only minutes to install
• Adjusts in seconds to the exact height 
• Requires no maintenance
• Install when concrete is being poured
• 16/Box

0120333 

SWIVEL CONNECTOR 
WITH STRAP
Factory attached strap for 
applications where use of 
standard frame ties is prohibited. 
To be used with beam hook. 
4/bundle. (Not stocked at all 
locations)

0120415 5' L STRAP WITH SWIVEL CONNECTOR, 400/SKID

0120481 6' L STRAP WITH SWIVEL CONNECTOR, 400/SKID

0120404 7' L STRAP WITH SWIVEL CONNECTOR, 400/SKID

0120405 10' L STRAP WITH SWIVEL CONNECTOR, 400/SKID

0120416 12' L STRAP WITH SWIVEL CONNECTOR, 200/SKID

SIDE VIEW

Use with swivel frame connectors for attaching anchor 
straps to I-beams.

0120406 3", 24/BOX

0120407 4", 24/BOX

0120408 DOUBLE, 24/BOX

BEAM HOOKS

Not stocked at all locations

LONGITUDINAL FRAME TIE (4 BOLT) CORNER TIE 
WITH 7’ STRAP

Use outside holes for 3-1/2" to 4" flanges; use 
inside holes for 2" to 3" flanges. For Wind Zone 1. 
4 1/2" x 1-1/2" Grade 5 machine bolts and 8 1/2" 
high strength washers included.

0120420 MMA34/2822

ROOF BRACKET
Use for cable or strap passing over the mobile home. 
Holds straps or cable away from roof and sides.  
100/Ctn. 

0120302 6", 24/BOX

0120304 L-BRACKET FOR HURRICANE STRAP

0120421  2709,  400/SKID
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Anchors may be effectively and safely installed manually, but the electric auger machine 
will make the job easier and faster. Remember, however, that this method of installation 
requires two people. 

Always make sure to avoid underground water, phone and power lines.

Attach the anchor to drive machine. Line up the auger with the strap and start machine. 
Install anchor at a slight angle (12° - 15°) underneath the house. This will ensure that the 
head of the anchor will be concealed behind future skirting. 

ELECTRIC ANCHOR MACHINE
Features 12 RPM, 1/2 HP, 115 volt, 6 cycle, 9 amp motor, on-off, forward-reverse switches. With its 12 RPMs, 
it far outpaces any 6- or 9-RPM units. When running off a generator, a minimum of 4500 watts is required.

0120315 REVERSING SWITCH

0120317 ANCHOR ADAPTER ONLY

0120318 ON-OFF REPLACEMENT SWITCH

0120319 ELECTRIC ANCHOR MACHINE ONLY          

 

•  Portable: for one person operation and easy 
maneuverability

•  Torque Free: for maximum operator safety and  
no kick back

•   Hydraulic: Powerful 11 HP Honda power source is 
reliable and reversible

•  Versatile: Fencing, foundations, soil sampling, anchor 
installation and more

• 5 year warranty on motor, 1 year on parts and labor.

0120710 COMPLETE ASSEMBLY INCLUDES: 
 • LITTLE BEAVER 11 HP POWER SOURCE 
 • ANCHOR HANDLE ATTACHMENT 
 • ANCHOR ADAPTOR

0120700 POWER SOURCE

0120701 HANDLE ATTACHMENT

0120702 REPLACEMENT ADAPTOR

HYDRAULIC EARTH DRILL

Little Beaver's Hydraulic Earth Drill 
has a highly maneuverable three-
wheel chassis with pneumatic tires, 
a five-gallon hydraulic reservoir and 
an 11 HP engine. Patented torque 
tube eliminates the kickback found 
on other earth drills, so one-man 
drilling is safe, fast and productive.

0120317 ANCHOR
ADAPTER ONLY

0120120 ANCHOR
ADAPTER ONLY
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Shaft: 5/8"   Eye: 1-1/2"

EYE ANCHOR

0120104  ¾” ROD, 24”, 4” DOUBLE DISC

0120102  5/8” ROD, 30”, 4” SINGLE DISC

0120027  5/8” ROD, 30”, FOR CORAL

0120116   ¾” ROD, 30”, 4” DOUBLE DISC

0120115  ½” ROD, 30”, 4” SINGLE DISC

0102021  5/8” ROD, 30”, 4” DOUBLE DISC

0120336  ¾” ROD, 30”, WITH 6’ BARBS

0120044  5/8” ROD, 36”, 4” DOUBLE DISC

0120103  5/8” ROD, 40”, 6” SINGLE DISC

0120105  ¾” ROD, 48”, 4” DOUBLE DISC

0120101  5/8” ROD, 48”, 6” SINGLE DISC, SOLID EYE

0120035   BOLT SET, INCLUDES 2” FENDER WASHER, ½” NUT, 4 ½” X ½” 
HEX HEAD BOLT

0120045   BOLT SET, INCLUDES 2” FENDER WASHER, ½” NUT, 6” X ½” 
HEX HEAD BOLT

0120056 4” LAG SCREW

0120057 5” LAG SCREW

0120058 6” LAG SCREW

0120120  EYE ANCHOR ADAPTER FOR HOME PRIDE ANCHOR MACHINE

BARBED ANCHORS

Not stocked at 
all locations

0120026    3/4” ROD, 24” WITH 
SWIVEL HEAD

0120039    3/4” ROD, 24” WITH 
U-SHAPE

0120024    5/8” ROD, 26” WITH 30” 
CABLE AND LAG

0120033    3/4” ROD, 30” WITH 
HOOK AND 4 TAB

0120034    3/4” ROD, 30” WITH 2 
HOLE BRACKET

0120042    3/4” ROD, 30” WITH 6 
TABS AND 2L BRACKETS

0120032    3/4” ROD, 34” WITH 
PLATE

0120031    3/4” ROD, 36” WITHOUT 
HEAD, WITH 2-HOLE 
BRACKET AND 
6 TABS

0120030    ¾’ ROD, 36” 
WITH 2-HOLE 
BRACKET

0120047  ¾” ROD, 48”

0120033

0120027*  Note: Head on 
0120024 not welded 
to shaft of anchor

0120039

0120310

SHED ANCHOR KIT

AC PAD ANCHOR 
SYSTEM

STEP ANCHOR

Four Eye Anchors  
15" Long, w/ 3" Disk and 
50' of 500 lb. test cable.

0120306   SHED ANCHOR KIT

Easy to install. No cables. 
No special tools. Great 
theft deterrent. Two 
anchors plus Tek screws 
included with system. 

0120040 AC PAD ANCHOR SYSTEM

PORTABLE BUILDING
ANCHORS

For use ONLY on portable 
buildings and sheds. 

0120305 5/8” ROD, 30” WITH 4” SINGLE DISC

0120303  5/8’ ROD, 30” WITH 4” DOUBLE DISC 

0120309  3/4” ROD, 20” WITH 4” DOUBLE DISC

0120335  3/4” ROD, 30” WITH  4” DOUBLE DISC

Not stocked at all locations

0120305

0120303

0120026

0120024*

SPORTSMAN ANCHOR
Anchor for tree stands.

120106   SPORTSMAN ANCHOR 15’

120107   SPORTSMAN ANCHOR 20’
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System components:

1-20” GALVANIZED STEEL PIER PAD WITH 16” 
PINS, # 0120358, MFG # 3521

1-GALVANIZED 60” ADJ LATERAL BRACE TUBE 
WITH HDW, # 0120349, MFG # 3532 (72” 
AVAILABLE BY SPECIAL ORDER)

0120370 – LATERAL SYSTEM

System components:

1- 20” GALVANIZED STEEL PAD WITH 16” PINS, # 
0120358, MFG # 3521

1- 1.5” SQUARE BRACING TUBE WITH BEAM CLIP

0120355 LONGITUDINAL SYSTEM WITH 39” 
BRACING TUBE

0120356 LONGITUDINAL SYSTEM WITH 44” 
BRACING TUBE

0120357 LONGITUDINAL SYSTEM WITH 53’ 
BRACING TUBE

65” System available by special order

System components:

1-GALVANIZED 20” GALVANIZED STEEL PAD WITH 16” 
PINS, # 0120358, MFG # 3521

1-GALVANIZED LATERAL BRACING TUBE, #0120349, MFG 
# 3532 

1-GALVANIZED LONGITUDINAL BRACE TUBE W/BEAM CLIP

0120377 – WZ1 SYSTEM WITH 39” LONGITUDINAL 
BRACING TUBE W/BEAM CLIP FOR PIERS UP TO 24”.   
FOR WIND ZONES 2 & 3 - 0120373

0120378 – WZ1 SYSTEM WITH 44” LONGITUDINAL 
BRACING TUBE W/BEAM CLIP FOR PIERS UP TO 32”.   
FOR WIND ZONES 2 & 3 - 0120374

0120379 - WZ1 SYSTEM WITH 53” LONGITUDINAL 
BRACING TUBE W/BEAM CLIP FOR PIERS UP TO 40”.   
FOR WIND ZONES 2 & 3 - 0120375

Lateral System for Soil 
Installation 

Longitudinal System for 
Soil Installation 

Lateral and Longitudinal 
System for Soil Installation 

Replacement parts

0120320 LATERAL BRACE 
TUBES HARDWARE, # 3531

0120362 LONGITUDINAL BRACE 
TUBES HARDWARE, # 3799

0120349 60” ADJUSTABLE LATERAL 
BRACE TUBES, #3532

0120358 STEEL PIER PAD 
ASSEMBLY, #3521

•  Can eliminate or reduce frame ties, 
anchors and stabilizers

•  Versatile and interchangeable parts 
easily adapt to most any foundation 
requirements on homes being 
manufactured today

•  Top quality heavy guage galvanized 
steel provides stability

•  Adaptable to steel piers, concrete block 
piers and poured foundations

•  Provides support as needed, lateral, 
longitudinal or both

•  Easy to install on dirt or concrete

•  Neatly packaged for warehousing and 
transport to job site

Superior design outperforms other brands in so many ways.
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LLBS FOUNDATION SYSTEMS FOR ALL WIND ZONES
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Replacement Parts

0120360 LATERAL BRACE TUBES 
HARDWARE, # 3631

0120361 LONGITUDINAL BRACE TUBES 
HARDWARE, #3699

0120342 6” WET CONCRETE 
ANCHORS, 4/BOX

LLBS FLEX TUBES FOR CONCRETE INSTALLATION 

 Superior design outperforms other brands in so many ways:

•  4-ply folded tube for a stronger connection to the concrete

•  Tubes connect directly to concrete with only one anchor bolt: less 
parts, less drilling

•  Tubes can fit on smaller concrete footers

•  Tubes easily flex from 10 degrees to 45 degrees

•  Pre-assembled beam clips on longitudinal tubes

•  Neatly packaged for warehousing and transport to job site

Lateral System for Concrete Flex Tube 
System components:

1-GALVANIZED 60” ADJ LATERAL BRACE TUBE WITH HDW, 0120395, MFG # 3632 (72” AVAILABLE BY SPECIAL ORDER #3637)

1-6” CONCRETE ANCHOR, 0120342

0120396 SYSTEM FOR WET SET 60” WITH 6” CONCRETE ANCHOR

Lateral & Longitudinal System for Concrete Flex Tube 
Systems components for dry set:

1-GALVANIZED 60” ADJ. LATERAL BRACE TUBE W/HARDWARE, 0120395, #3632

1- GALVANIZED LONGITUDINAL BRACE TUBE W/BEAM CLIP

0120385 GALVANIZED 39” LONGITUDINAL FLEX TUBE W/BEAM CLIP FOR PIERS UP TO 24”, #3639

0120386 GALVANIZED 44” LONGITUDINAL FLEX TUBE W/BEAM CLIP FOR PIERS UP TO 32”, #3644

0120387 GALVANIZED 53” LONGITUDINAL FLEX TUBE W/BEAM CLIP FOR PIERS UP TO 40”, #3653

0120391 GALVANIZED 65” LONGITUDINAL FLEX TUBE W/BEAM CLIP FOR PIERS UP TO 48”, #3665

Systems components for wet set:

1-GALVANIZED 60” ADJ. LATERAL BRACE TUBE W/HARDWARE, 0120395, #3632

1- GALVANIZED LONGITUDINAL BRACE TUBE W/BEAM CLIP

1- 6” WET CONCRETE ANCHOR, 0120342, #3636

0120388 GALVANIZED 39” LONGITUDINAL FLEX TUBE W/BEAM CLIP FOR PIERS UP TO 24”

0120389 GALVANIZED 44” LONGITUDINAL FLEX TUBE W/BEAM CLIP FOR PIERS UP TO 32”

0120390 GALVANIZED 53” LONGITUDINAL FLEX TUBE W/BEAM CLIP FOR PIERS UP TO 40”
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For Ground or Concrete Installation Heavy Galvanized or Zinc Coatings on all Struts,  Brackets and 
Hardware. Providing Windstorm and Seismic Protection in Wind Zones I, II, III, and Florida for 
Block or Steel Pier Sets.

Lateral Stabilization for Concrete 
Installations for Dry Set

Longitudinal Stabilization Hardware 
- Concrete

Struts for Longitudinal Systems - Ground

Longitudinal Stabilization Hardware for Ground

0120487  (59306) INCLUDES 5’ STRUT, GROUND PAD AND 
HARDWARE

0120493  (59329-1) HARDWARE PACK ONLY FOR GROUND 
APPLICATIONS

    S.O. (59349) 6’ LATERAL STRUT

PART # LENGTH PIER HEIGHT

S.O.  (059330-30) 30” UP TO 2 BLOCKS

0120483  (059330-39) 39” UP TO 3 BLOCKS

0120484  (059330-44) 44” UP TO 4 BLOCKS

0120495  (059330-53) 53” UP TO 5 BLOCKS

0120486  (059330-65) 65” UP TO 6 BLOCKS

0120489 (59331)    INCLUDES 2 BEAM CLAMPS, 2 U-BOLTS, NUTS AND BOLTS. FOR USE WITH 
0120487 (STRUTS NOT INCLUDED)

XI2 FOUNDATION SYSTEMS
LATERAL AND LONGITUDINAL STABILIZATION

0120422  (59307) INCLUDES 5’ STRUT, 3 WAY CONCRETE BRACKET 
AND HARDWARE

0120492  (59327) HARDWARE KIT ONLY FOR CONCRETE 
APPLICATIONS

    S.O. (48608) 6’ LATERAL STRUT

0120423   (59263) INCLUDES 2 BEAM CLAMPS, NUTS AND BOLTS.  
(USE BRACKETS THAT COME WITH LATERAL 
SYSTEM) 
FOR USE WITH 0120422 - (59307) 

(Struts Not Included, see bottom of  
page 37 for details)

Longitudinal Strut

Longitudinal Strut

Longitudinal Strut

Longitudinal Strut

Longitudinal Strut

Longitudinal Strut

Lateral Stabilization for Ground 
Installations
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0120441 (59036) SINGLE BLOCK PADS WITH 
HARDWARE, SWIVEL STRAPS, AND 
SLOTTED BOLTS

    S.O. (59036-1) HARDWARE KIT ONLY FOR 
CONCRETE APPLICATION

Longitudinal Strut

Longitudinal Struts

Longitudinal Struts

Longitudinal Struts

Longitudinal Struts

Longitudinal Struts

Longitudinal Struts

PART # LENGTH PIER HEIGHT

0120473  (59016) 30” UP TO 2 BLOCKS

0120445  (59012) 39” UP TO 3 BLOCKS

0120446  (59013) 44” UP TO 4 BLOCKS

0120447  (59014) 53” UP TO 5 BLOCKS

0120448  (59015) 65” UP TO 6 BLOCKS

Struts for Longitudinal Systems

Lateral Stabilization for 
Concrete - for Single Block

Lateral Stabilization for Concrete - for 
Double Block

Longitudinal Stabilization Hardware for Concrete

VECTOR DYNAMICS 
FOUNDATION SYSTEMS

0120440  (59049) DOUBLE BLOCK PADS WITH HARDWARE, SWIVEL STRAPS, AND 
SLOTTED BOLTS

    S.O. (59036-1) HARDWARE KIT ONLY FOR CONCRETE APPLICATION

0120477  (59023) INCLUDES 2 BEAM CLAMPS, CONCRETE BRACKETS, NUTS 
AND BOLTS.  
FOR USE WITH 0120440 & 0120441 (STRUTS NOT INCLUDED).

The Original Alternative Foundation System. Still Providing 
Windstorm and Seismic Protection In Wind Zones  I, II, III and 
Florida for Block or Steel Pier Sets.
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NC Systems use all Galvanized ground 
brackets & tubes

Wind Zone 1 & 2

North Carolina Lateral 
System

ASF Florida System*

Lateral & Longitudinal 
System

Lateral System

•  Versions of the ASF Systems are available for every wind zone

•  Systems can be purchased to offer lateral protection, or lateral 
and longitudinal protection

•  Systems are available for pre-poured concrete sets, and  
pre-existing concrete sets

• Cost Efficient

• Longitudinal system eliminates a pier

• Approved for use with most home manufacturers

• Eliminates most frame anchors

• Approved for Manufactured Homes and Modulars

• DAPIA approved

ASF Michigan System
ASF Georgia System

Wind Zone 1 & 2

0120525   1100 ITV LATERAL PAN SYSTEM

0120527   1100 ITCV DRY CONCRETE LATERAL 
SYSTEM 

0120526   1100 ITCV WET CONCRETE LATERAL 
SYSTEM

0120530  NC-1100 ITV LATERAL PAN SYSTEM

0120532  NC-1100 ITCV DRY G CONCRETE SET 

0120531  NC-1100 ITCV WET G CONCRETE SET

For complete system add appropriate 
conversion kit & tubes to above lateral 
system

Wind Zone 1 & 2

Wind Zone 1 & 2

0120460  LONGITUDINAL PAN CONVERSION KIT

0120461   LONGITUDINAL DRY CONCRETE 
CONVERSION KIT 

0120462   LONGITUDINAL WET CONCRETE 
CONVERSION KIT

0120460  LONGITUDINAL PAN CONVERSION KIT

0120463  DRY SET CONCRETE CONVERSION KIT 

0120464  WET SET CONCRETE CONVERSION KIT

*For complete system, add galvanized telescoping tubes.

0120533  LAT./LONG. PAN SYSTEM 

0120538  LAT./LONG. DRY CONCRETE SYSTEM 

0120537  LAT./LONG. WET CONCRETE SYSTEM 

For complete system add appropriate 
conversion kit & tubes to above lateral 
system

0120534  LONG. PAN SYSTEM 

0120536  LONG. DRY CONCRETE SYSTEM

0120535  LONG. WET CONCRETE SYSTEM

*For complete system, add galvanized telescoping tubes.

0120592   DRY CONCRETE HARDWARE KIT - MUST 
ADD STD LAT/LONG TUBES

0120580   5' LATERAL ARM
0120539   LAT/LONG COMPLETE PAN SYSTEM – 

INCLUDES STD LAT./LONG. TUBES

Used with concrete footer or steel pan as shown

ALL STEEL FOUNDATION 
SYSTEMS

LONGITUDINAL TUBES (2 REQ.)

ZONE 1 & 2 SIZE PIER HEIGHT

0120582 20” 14” - 18”

0120583 28” 18” - 25”

0120584 39” 24” - 35”

0120585 44” 30” - 40”

0120586 54” 36” - 48”
 

NORTH CAROLINA LONGITUDINAL TUBES (2 REQ.)

ZONE 1 & 2 SIZE PIER HEIGHT

0120587 20” 14” - 18”

0120588 28” 18” - 25”

0120589 39” 24” - 35”

0120590 44” 30” - 40”

0120591 54” 36” - 48”
 

FLORIDA LONGITUDINAL TUBES (2 REQ.)

ZONE 1 & 2 SIZE PIER HEIGHT

0120575 20” 14” - 18”

0120576 28” 18” - 25”

0120577 39” 24” - 35”

0120578 44” 30” - 40”

0120579 54” 36” - 48”
 

Wind Zone 2 & 3
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HOME PIERS

PIer head nut must be ordered with each pier

0120196 12"

0120202 14"

0120197 16"

0120198 18"

0120203 20"

0120199 22"

0120200 24"

0120204 26"

0120205 28"

0120206 30"

0120192 PIER HEAD W/NUT

PAINTED PIERS GALVANIZED PIERS

0121196 12"

0121202 14"

0121197 16"

0121198 18"

0121203 20"

0121199 22"

0121200 24"

0121204 26"

0121205 28"

0121206 30"

0121192 PIER HEAD W/NUT

Lightweight and stackable for easy storage, shipping and handling. Adjustable heights for precise installation. Only 16 piers 
replace the 64 concrete blocks normally required to support a 70' x 14' mobile home. Withstands in excess of 15,000 lbs. 
of pressure—more than 12 times the actual mobile home load of 1,268 lbs. on each stand. Ideal for quick, secure setups 
in dealer lots as well as the home site.

• Supports up to 1,740 lbs

•  Costs less than perimeter blocking under 
doors and windows

• Unaffected by frost heave

• Eliminates problems with anchor spacing

• Easy to install

• Never interferes with skirting

• Doors easily adjusted

• Never settles

• Tested and approved

• D.A.P.I.A. approved

ADJUSTABLE OUTRIGGER

0120280  18” STEEL FOR USE ON ALL 12’ AND 14’ WIDE HOMES

0120281  30” STEEL FOR 16’ HOMES

0120282  REPLACEMENT HARDWARE KIT
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THE FOOTING PAD

ITEM # SQUARE PAD SIZE MAX. LOAD CAPACITY (LBS.) PKG.

0265200 16” X 16” 5,333 810/SKID

S.O. 13” X 26” 2,375

0265202 18.5” X 18.5 7,100 630/SKID

0265203 20” X 20” 8,250* 420/SKID

0265204 24” X 24” 12,000* 224/SKID

SOIL TEST PROBE KIT
Determines soil conditions below the surface near the 
anchor’s helical plate. Provides maximum anchor holding 
strength by insuring the use of the proper anchor for each 
soil condition. Complete with carrying case, torque wrench, 
wrench adapter and instructions.

Only oval pad on the market. Oval pad designed specifically for concrete blocks. Easy insulation, thicker, lighter and 
stonger. Saves time, labor and money. Made from recycled materials. Patent #5503500 and other patents pending.

For use on all mobile and manufactured homes, including HUD approved homes and modular housing.  
Patent #5503500 and other patents pending.

ABS OVAL FOUNDATION PADS

ABS SQUARE FOUNDATION PADS

17” X 22” OVAL PAD SHOWN

POCKET PENETROMETER
Direct-reading scale in tons/square feet. Ground and polished 
stainless-steel loading piston. Calibrated spring and penetrometer 
body plated for rust-resistance and long life. Complete with 
convenient belt-loop carrying case.

0120322  PENETROMETER

0120323  FOOT

Designed to take the place of concrete footers for decks and pole 
barns, this lightweight pad can be dropped down the hole for 
your 4x4 to provide a stable foundation or placed on the ground 
right under the deck’s main 4x4 supports.

0265390   10” PAD, FOR DECK AND STEP POST

0265391   16” PAD, FOR JACK PAD APPLICATION 
AND POLE BARN FOUNDATIONS.

*  Concrete blocks are only rated 
at 8,000 pounds. 8,000 lbs and 
higher must be double blocked.

*  Concrete blocks are only rated 
at 8,000 pounds. 8,000 lbs and 
higher must be double blocked.

ITEM # OVAL PAD SIZE MAX. LOAD CAPACITY (LBS.) PKG.

0265205 16” X 18.5” 6,000 720/SKID

0265206 17” X 22” 7,500 420/SKID

0265208 17.5” X 25.5” 9,000* 420/SKID

0265209 21” X 29” 12,000* 224/SKID

0265210 23.25" X 31.25” 14,064* 224/SKID

Lightweight, heavy-duty recycled materials, superior drainage. 
Reduces Worker’s Comp. claims. New design is stronger than ever 
with more surface area to distribute weight evenly for greater pier 
spacing so you need fewer pads! Answer to new regulations calling 
for larger footprint pad for heavier homes. 

PIER PADABS FOUNDATION PAD®

• Lighter than concrete, saves labor

•  Larger pads to increase spacing, by 
up to 12% saving time and material 
on pier sets

•  Easily stackable for larger pad area 
and wider pier spacing

•  Triple stack for 4, 5 &  6 Sq. Ft. to 
maximize pier spacing

0265445 16" X 22.5" X 2.5 SQ FT 240/SKID

0265446 17" X 25" X 3 SQ FT 160/SKID

0265447 16” X 18” X 2 SQ FT 288/SKID

0265439 24” X 24” X 4 SQ FT 320/SKID

0265440 16" X 16"  X 1" 405/SKID 

0265444 17" X 23" X 1" 240/SKID

0265431 18.5" X 18.5" X 1" 270/SKID 

0265432 20" X 20" X 1" 270/SKID 

0265448 24" X 24" X 1" 160/SKID 

Packaged 15/Bundle. PIER NOT INCLUDED.

0120321
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* The PolyWall can allow a 
customized look to your home. 
Whether you prefer stucco, faux 
brick, or a simple latex paint 
application, the PolyWall system 
provides a solid surface for your 
desired application.

  Factor of safety of 3.0 applied to 
ultimate loads. Suitability of factor 
of safety for any specific purpose 
shall be reviewed and accepted by 
a registered design professional.

Use when jacking the frame's main beam to avoid 
damage to the beam and voiding of the warranty. 
Distributes the concentrated load of the jack head to 
the frame members. Prevents home from slipping off 
the jack and causing injury.

Fifty-percent safety overload factor. Fewer parts, internally machined oil 
passages, smooth bearing surfaces and close tolerances ensure longer life 
and fewer breakdowns. No-leak "Uni-weld" construction. Can be used in 
vertical, angular or horizontal positions. Carrying handle included.

BOTTLE JACKS

0410191 12 TON STANDARD; 4/CTN.

0410190 12 TON SHORTY; 4/CTN.

0410192 20 TON; 2/CTN.

0410196 REPAIR KIT FOR 20 TON 76520, 76820 (2-9/16" PLUNGER)

0410189 REPAIR KIT FOR 12 TON (2-9/16" PLUNGER), OLD STYLE (MODELS 76412 & 76512)

0410197    REPAIR KIT FOR 12 TON FOR NEW STYLE WITH “A” PART NUMBER (MODELS 76512A & 
76412A)

0410193  OIL FILLER PLUG, OLD STYLE

0410194  OIL FILLER PLUG, NEW STYLE WITH “A” PART NUMBER

ADJUSTABLE PERIMETER SUPPORT

For use in supporting doorways and windows for manufactured housing 
and portable buildings.

JACKING PLATES

0120250

FRAME PULLERS
Attach the puller to the I-Beams at the top of the 
frame. To be used with come-along.

0120255  FRAME PULLERS

Features:

•  Adjustable from 28” to 40” with 
threaded rod design

•  Added base blocks allow 
additional height 

•  Adjustable system with nut is 
easy to use

•  Light, compact design

•  Strong: capacity of up to 4,000 
lbs.

Benefits

•  Set up of perimeter piers takes only 
minutes. SAVES TIME!

•  Versatile: can be used in a variety of 
set-up situations

•  Homeowner can make adjustments on 
their own, so fewer call backs and lower 
service costs!

•  Easier to transport and handle than 
concrete blocks

•  Provides all the support needed for 
doorways and bay windows

0120285      HP62; 4/BOX
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4P-MSHD 40,000 LB CAPACITY
This system is not recommended for homes over 70’ long

System includes:
•  4 - 5' Aluminum Rolling Channel
•  4 - 6 Roll High Capacity Lower Dolly
•  4 - Hydraulic Jack Dolly Guide, 15"
•  4 - Jack Head Plate
•  4 - 6 Roll High Capacity Upper Dolly 
•  4 – 12 Ton Norco Hydraulic Jacks

Warning: As a safety precaution, tires and axles should be left on the home as long as 
possible and/or proper safety cribbing used with this equipment.

5P-MSHD 50,000 LB CAPACITY
This system is recommended for homes over 70’ long

System includes:
•  5 - 5' Aluminum Rolling Channel
•  5 - 6 Roll High Capacity Lower Dolly
•  4 - Hydraulic Jack Dolly Guide, 15"
•  1 - Point Jack Dolly Guide, 15”
•  4 - Jack Head Plate
•  4 - 6 Roll High Capacity Upper Dolly 
•  4 – 12 Ton Norco Hydraulic Jacks

Warning: As a safety precaution, tires and axles should be left on the home as long as 
possible and/or proper safety cribbing used with this equipment.

These heavy duty utility rollers are a low cost alternative to other more complete 
systems. They have a strong steel back plate, which allows you to crib directly on 
top of the roller. The steel back plate can be removed. They can be rolled on most 
smooth hard surfaces.

HEAVY DUTY UTILITY ROLLERS

4 POINT MULTI-DIRECTIONAL SYSTEM

5 POINT MULTI-DIRECTIONAL SYSTEM

0411465   FLAT TOP UTILITY ROLLER, 5 TON CAPACITY

0411466   POINT JACK UTILITY ROLLER, 5 TON CAPACITY

FOR ADDITIONAL WEIGHT CAPACITY ORDER SETS AS FOLLOWS. 

SETS CAPACITY PARTS & QUANTITY TO ORDER

3 POINT SET 27,000 LBS 2 - FLAT TOP + 1- POINT JACK ROLLER

4 POINT SET 36,000 LBS 4 - FLAT TOP

5 POINT SET 45,000 LBS 4 - FLAT TOP + 1- POINT JACK ROLLER

0411470

0411471
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• 1/2" 100% recycled polyethylene plastic
• Virtually indestructible, even in harsh conditions
•  Double-sided, skid and slip resistant
•  Low cost alternative to fiberglass mats
• Easily portable
• Maintenance free

Get vehicles and equipment over lawns, through mud 
and across soft terrain while saving labor, bog-down time, 
towing charges and ground restoration fees—perfect 
for set-ups.

0265301 2' X 4'  

0265302 2' X 6'

0265303 2' X 8' 

0265304 4' X 8'

Never get stuck again!
Save time and money!

ROOF JACKS

0410155    RJ-1000G;  
1000 LBS. LOAD CAP. PER JACK.  
JACK WEIGHT: 95 LBS. 
TUBING O.D. = 3.5"  
TUBING I.D. = 3.25"

Made exclusively for the Manufactured  
Housing Industry

For jacking from the ground:
The fast, simple, inexpensive way to lift roofs. Jacks are 
adjustable for setting homes with varying pitches up 
to 7/12 from the ground. Adjustable from 11'6" to 18' 
for setting homes with a pitch up to 5/12. For pitches 
up to 7/12, an extension tube is provided giving jack 
adjustment up to 21'6". Comes with:

 1) 12" x 12" base plate
 1) 1500 Lb., 2-way brake winch w/cable
 1) Steel pulley with holder
 1) 4' lifting bracket
 1) Roller jacking foot
 1) 3-1/4" inside pole, 10' long
 1) 3-1/2" outside pole, 10' long
 1) Extension tube, 4' long
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Other sizes available by special order.

PRESSURE-TREATED BLOCKS 
1" X 8" X 16"

0265422  10/BUNDLE, 60/SKID

2” X 4” X 10”
0265437 EACH

2" X 8" X 16"

0265423 5/BUNDLE, 60/SKID

UNTREATED BLOCKS
1" X 8" X 16"

0265428 10/BUNDLE

0265401 OAK; 10/BUNDLE
0265430  20/BUNDLE

2" X 8" X 16"

0265426 5/BUNDLE

0265402 OAK; 5/BUNDLE

DIP-TREATED BLOCKS

0265416  2" X 8" X 16"; OAK; 5/
BUNDLE

0265415  1" X 8" X 16"; OAK; 10/
BUNDLE

Bundled with heavy bailing wire.   

PRESSURE-TREATED WEDGES 

0265433 4"; 80/BUNDLE, 28/SKID

DIP-TREATED WEDGES

0265425 3"; 30/BUNDLE, 120/SKID

0265411 4"; 30/BUNDLE

UNTREATED WEDGES

0265424 3"; 30/BUNDLE

0265400 OAK 3"; 30/BUNDLE

0265403 OAK 4"; 30/BUNDLE

BLOCKS

Not stocked at all locations due to varying 
state codes and regulations. Ask your rep 
which product is right for your needs.

WEDGES

PLASTIC WEDGE

Benefits: No Slip Serrated Edges, Impact Resistant, 
Packaged Loose, Made from Recycled Materials.

0265220 200/BAG  3.5” X 6” X 1”

For use on all mobile and manufactured homes, 
including HUD approved homes and modular housing.
Patent #D517.702

Benefits: Non-Slip Surface, UV Tested & Approved, 
Non-Porous (Not Affected by Freeze or Thaw) Tested & 
Approved, Environmentally Safe, Made from Recycled 
Materials.

CAP BOARD

PRODUCT # SIZE MAXIMUM LOAD CAPACITY 

0265215 1” X 8” X 16” 8,000 LBS.

0265216 2” X 8” X 16” 8,000 LBS.

ELECTRONIC LEVEL

 • Rugged & Durable 
 • Quick & Easy to Use, One Man Elevation Measurement 
 •  Faster setup than a laser or transit- Takes 7 seconds to have your 

first reading! 
 •  Accurately check grades, grade stakes, footers, and foundations 
 •  No clear line of sight needed. Works around, behind, over, and 

under obstructions.   

0380075

Will Level or Measure Just About Anything!
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ROOF CAP FLASHING

0200055 GALVANIZED, 12" X 60'

0200056 ALUMINUM, 10" X 50'

0200057 GALVANIZED, 10" X 50'

0200058 ALUMINUM, 10" X 70'

0200059 GALVANIZED, 8" X 50'

RUMBLE BUTTONS

1-1/8" dia. steel washer with neoprene backing for the 
best roof leak resistance. Suggested spacing is 16" x 
24". For #8 Screws. Clear Box. 4/ctn

0263027 500/BOX

0263028 100/BOX

PRODUCT # ADJUSTABLE GAUGE
MIN. FHA LOAD 

CAPACITY

0120450 7' 6" - 7' 10" X 3" 11 14,300 LBS.

0120451 7' 9" - 8' 1" X 3" 11 14,300 LBS.

0120452 8' 9" - 9' 1" X 3" 11 13,100 LBS.

0120453 8' 9" - 9' 1" X 4" 11 13,700 LBS.

0120455 8' 6" - 8' 10" X 3" 11 13,100 LBS.

ADJUSTABLE FHA BUILDING  
OR BASEMENT COLUMNS  
BY GROWCO

• All building columns meet the specifications of ICC 
Evaluation Services 

• Columns are available in 3”, 3-1/2” and 4” 
diameter, 11 gauge material; lengths to 12’; 
adjustable or fixed lengths 

• All tube and component parts are manufactured 
in-house assuring a consistently high quality 
manufactured product 

• GrowCo offers a number of top-plate configurations 
to adapt to the material supported (Wood, Steel, 
LVL, etc.)

• Columns are powder coated to provide a rust 
resistant finish

• Crawl space and special length adjustable columns 
are available upon request  

• All column labels have a scannable UPC for 
inventory control

• All GrowCo columns are constructed from materials 
that are made in the USA 
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BLACK PLASTIC 6 ML VAPOR BARRIER

0264997 10' X 100'  48/SKID

0265005 14' X 100'  25/SKID

0265004 16' X 100'  25/SKID

0265002 20' X 100'  16/SKID

0265000 16' X 150'  25/SKID

CLEAR PLASTIC 6 ML VAPOR BARRIER

0265016 10' X 100' 48/SKID

Section 3285.505 Crawlspace Ventilation - A crawlspace 
with skirting must be provided with ventilation openings. The 
minimum net area of ventilation openings must not be less 
than one sq ft for every 150 sq ft of the home’s floor area. The 
total area of ventilation openings may be reduced to one sq ft 
for every 1,500 sq ft of the home’s floor area, where a uniform 
6 mil polyethylene sheet material or other acceptable vapor 
retarder is installed, according to 3285.204, on the ground 
surface beneath the entire floor area of the home.

Section 3285.204 Ground Moisture Control - The HUD code 
does not permit any voids or tears in the ground vapor retarder, 
requires all joints to be overlapped at least 12”, and allows the 
vapor retarder to be installed around or over footings and other 
obstructions. The final rule requires the thickness of the vapor 
retarder to be a minimum of 6 - mil polyethylene sheeting. All 
enclosed and skirted areas are to be provided with a ground 
vapor retarder, except in arid regions and areas for open 
porches, decks and recessed entries.

VAPOR BARRIER

CLOSE-OFF TAPE

5.5 utility grade polyethylene patching and repair tape 
for close-off film and general use. 

0360722   2” X 60 YARDS, WHITE, 24/BOX

0360723   4” X 60 YARDS, WHITE, 12/BOX

0360727 4” X 36 YARDS, BLACK, 24/BOX

WHITE CLOSE-OFF FILM (FOR SECONDARY MOVES)

0265003 12' X 120' 6 ML 20/SKID

0265013 14” X 150’ 4.5 ML 20/SKID

0265006 14' X 300' 5 ML 16/SKID

0265012 15” X 300’ 6 ML 12/SKID

0265009 16' X 100' 6 ML 20/SKID

0265008 16' X 150' 6 ML 24/SKID

WHITE CLOSE-OFF FILM

LATHES 
(FURRING STRIPS)

0265025  2" X 2" X 8'

0265026  2" X 2" X 3'

0265027  1" X 2" X 8' (25/BUNDLE)

0265028  1" X 2" X 8' 

Wooden strips used to attach 
plastic covers, etc. to homes. 

Black Clear
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• Provides a continuous seal 
•  Withstands exposure to the elements
• Does not blow off during transport
•  Lasts even through repeated resets
•  Eliminates customer concern over visible daylight
•  Superior insulation for better energy efficiency
  and protection against rodents and insects
•  Compact, lightweight and easy to handle;
 no skin irritation
•  Needs no special tools - staples or tucks
•  Installs faster than fiberglass, spray foam, etc.
•   Unlike other materials, does not absorb moisture but blocks it, 

protecting home against structural and cosmetic damage
 
0265055 2" X 375'

STA’-PUT SPRAY 
ADHESIVE (SPM)
An excellent choice for most permanent or 
temporary adhesive applications such as 
bottom board and vinyl trim. Is resistant 
to water, is fast drying and has a long 
working time.

0110250  16 OZ.; 12/CTN.

STA’-PUT II SPRAY 
ADHESIVE (SPII)

Spray directly onto polystyrene safely with no 
melt-down. Ready to bond in four minutes. 
Water resistant. Especially formulated for 
Styrofoam.

0110252  13 OZ.; 12/CTN.

STA’-PUT S203 
REMOVER AND 
DEGREASER
STA’-PUT S203 is a biodegradable, natural 
solvent cleaner, degreaser and adhesive 
remover. It can be used safely on most surfaces 
and substrates to remove adhesives, grease, 
oil stains, road tar, rubber marks, and many 
others. S203 has a pleasant citrus scent.

0110254 14 OZ AEROSOL CLEAR; 12/CTN.

STA’-PUT HIGH 
TEMP SPRAY 
ADHESIVE (SPH)
For use where high temperatures are an 
issue. Flame resistant to approx 225 F. 
Non-flammable after tacked. Welds onto 
surface after about one minute. Not as 
tacky to the touch, but offers a much 
stronger bond once cured.

0110256 15 OZ.; 12/CTN. 

CENTER-SEAL
CENTERLINE INSULATOR

Foam is completely sealed 
inside a high-strength vapor 

barrier sheathing

Flexible insulating
foam core

2-Ply flanges make it easy 
to fasten Centers-Seal to 

the mating surface around 
perimeter of home.

SILL PLATE SEALER
Sill Seal is specifically designed to fill the air 
gaps between the sill plate and wall.

Multi-purpose ridged sill plate gasket provides 
resilient sealing, a perfect seal for setting up 
double-wide homes.

•  Made of quality polyethylene
•  Prevents rotting of sill plate
•  Water and insect repellent
•  Will not deteriorate
•  Fills gaps between sections of home
•  Easy to install -- needs no special tools
•  Resists moisture penetration to interior of 

structure

0265050 5.5” X 50’ ROLL
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0360005 KIT; 20 KITS/CTN.

FLEX MEND BOTTOM 
BOARD MENDING KIT

FLEX-PATCH TAPE 

FLEX-PATCH BOTTOM CLOSURE MENDING MATERIAL

Flex-Mend is a time tested mending product 
that matches the appearance and texture of 
bottom board closure materials used by most 
manufacturers in the mobile home industry 
today. Flex-Mend is a woven polyethylene 
film currently meeting all requirements for 
use as bottom board by the mobile home 
industry. It has been solid-coated with 
specially formulated, high tech adhesive, and 
has an easily removed release liner.  It goes 
on like a band-aid! The DO-IT-YOURSELF KIT 
includes 10 sq ft of Flex-Mend as well as a 
piece of 30” belly plastic.

Flex-Patch is a woven polyethylene fabric, solid-coated 
with a specially formulated, very aggressive adhesive. An 
easily removed paper release is laminated to the fabric. 
Use scissors to cut any size patch to fit the damaged area. 
Shipped in a poly sleeve, 100' rolls are individually boxed.

0360004 28" X 25'; 20 ROLLS/CTN.

0360003 28" X 50'; 10 ROLLS/CTN. 

0360002 28" X 100'; 6 ROLLS/CTN.

ECONO-MEND
ECONOMY MENDING 
TAPE

Easy-to-use tape form, perfect for 
small jobs.  4" x 165' roll.

0360011 4” x 165’

Constructed of one-ply polyethylene fabric for physical strength coated with black 
polyethylene film for a positive moisture barrier. (Not self-adhesive.)

BOTTOM BOARD

0360010 28" X 100'

0360007 4' X 600'

0360001 14' X 4'

0360000 14' X 70'

0360008 16' X 80'

0360009   6” X 100’ 

0360016   4” X 100’ 


